ReaderTT.config = {"pagecount":24,"title":"INT-505 ","author":"Hunter Industries","subject":"WVP Owner's Manual French","keywords":"","creator":"Adobe InDesign 2.0.2","producer":"Adobe PDF Library 5.0","creationdate":"D:20030523111606Z","moddate":"D:20080501142809-07'00'","trapped":"False","fileName":"document.pdf","bounds":[[715,440],[715,440],[715,440],[715,440],[715,440],[715,440],[715,440],[715,440],[715,440],[715,440],[715,440],[715,440],[715,440],[715,440],[715,440],[715,440],[715,440],[715,440],[715,440],[715,440],[715,440],[715,440],[715,440],[715,440]],"bookmarks":[{"title":"TABLE DES MATIÈRES","page":3,"zoom":"FitH 551"},{"title":"INTRODUCTION","page":5,"zoom":"FitH 551"},{"title":"COMPOSANTS DU WVP","page":6,"zoom":"FitH 551"},{"title":"FONCTIONNALITÉS DU WVP","page":9,"zoom":"FitH 551"},{"title":"INSTALLATION DE LA PILE","page":10,"zoom":"FitH 551"},{"title":"ÉCRAN DU WVP","page":11,"zoom":"FitH 551"},{"title":"CONFIGURATION DU WVP","page":12,"zoom":"FitH 551"},{"title":"PROGRAMMATION DU WVP","page":13,"zoom":"FitH 551","children":[{"title":"Réglage des heures de démarrage de l\u2019arrosage","page":13,"zoom":"FitH 551"},{"title":"Effacer une heure de démarrage","page":13,"zoom":"FitH 551"},{"title":"Réglage de la durée de fonctionnement (durée de l\u2019arrosage)","page":14,"zoom":"FitH 551"},{"title":"Réglage des jours d\u2019arrosage","page":14,"zoom":"FitH 551"},{"title":"Choix de jours spécifiques de la semaine pour arroser","page":14,"zoom":"FitH 551"},{"title":"Sélection d\u2019un arrosage à intervalle","page":15,"zoom":"FitH 551"},{"title":"Système désactivé","page":15,"zoom":"FitH 551"},{"title":"Arrêt de l\u2019arrosage Programmable","page":16,"zoom":"FitH 551"}]},{"title":"TRANSMISSION/RÉCEPTION DE DONNÉES","page":17,"zoom":"FitH 551","children":[{"title":"Saisie du code d\u2019identification du WVC","page":17,"zoom":"FitH 551"},{"title":"Transmission de programmes","page":18,"zoom":"FitH 551"},{"title":"Réception de programmes","page":18,"zoom":"FitH 551"},{"title":"Opération d\u2019arrosage manuel","page":19,"zoom":"FitH 551"}]},{"title":"INDICATEUR DE L\u2019AUTONOMIE DE LA PILE","page":20,"zoom":"FitH 551"},{"title":"GUIDE DE DÉPANNAGE","page":21,"zoom":"FitH 551"},{"title":"RECOMMANDATIONS FCC","page":23,"zoom":"FitH 551"},{"title":"RECOMMANDATIONS DE L\u2019INDUSTRIE DU CANADA","page":24,"zoom":"FitH 551"},{"title":"RECOMMANDATIONS CE","page":24,"zoom":"FitH 551"}],"thumbnailType":"jpg","pageType":"html","pageLabels":[]};
