ReaderTT.config = {"pagecount":12,"title":"Chef de projet : NOM Prénom","author":"Thierry Verdel","subject":"","keywords":"","creator":"Acrobat PDFMaker 5.0 pour Word","producer":"Acrobat Distiller 5.0.5 (Windows)","creationdate":"D:20030127154020+01'00'","moddate":"D:20030127154052+01'00'","trapped":"","fileName":"document.pdf","bounds":[[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286]],"bookmarks":[{"title":"UTILISATION DU REMBLAI EN PATE COMME SUPPORT DE TERRAIN. PARTIE II : COMPORTEMENT A COURT, A MOYEN ET A LONG TERME","page":1,"zoom":"XYZ 0 1156 null"},{"title":"Introduction","page":1,"zoom":"XYZ 0 213 null"},{"title":"Composantes des remblais en pâte","page":2,"zoom":"XYZ 0 270 null","children":[{"title":"Résidus miniers","page":3,"zoom":"XYZ 0 1147 null"},{"title":"Liants hydrauliques","page":3,"zoom":"XYZ 0 909 null"},{"title":"Eau","page":3,"zoom":"XYZ 0 438 null"}]},{"title":"Évolution des propriétés mécaniques à court, m","page":4,"zoom":"XYZ 0 1138 null","children":[{"title":"Effet de la chimie des résidus","page":4,"zoom":"XYZ 0 838 null"},{"title":"Effet de la granulométrie des résidus","page":5,"zoom":"XYZ 0 595 null"},{"title":"Effet du type de liant","page":7,"zoom":"XYZ 0 302 null"},{"title":"Effet de la proportion du liant","page":8,"zoom":"XYZ 0 577 null"},{"title":"Effet de la teneur en sulfates dissous","page":9,"zoom":"XYZ 0 1147 null"},{"title":"Effet de la proportion en eau","page":9,"zoom":"XYZ 0 388 null"}]},{"title":"Altérabilité des remblais en pâte","page":11,"zoom":"XYZ 0 1138 null"},{"title":"Conclusions","page":11,"zoom":"XYZ 0 336 null"},{"title":"Remerciements","page":12,"zoom":"XYZ 0 1046 null"},{"title":"Bibliographie","page":12,"zoom":"XYZ 0 875 null"}],"thumbnailType":"jpg","pageType":"html","pageLabels":[]};
